
 
 

Winchester 223 Rem (55) Sinterfire Frangible 
 

 Symbol: RA223SF – Winchester Ranger Sinterfire Frangible 
 
 Shellcase: 223 Rem brass shellcase 
 
 Bullet: 55 grain (3.6 gram) Frangible; 100% lead free; copper/tin composite 
  Diameter .2241 inch (5.69 mm) 
 
 Powder: Clean burning, low flash 
 
 Primer: Winchester lead free, heavy metal free priming mix; nickel plated cup; boxer type 
 
 Accuracy: Product Mean of 2.0 inches (5.1 cm) Extreme Spread 
  5 shot targets at 100 yards (91.4m) from a 24.0 inch (61.0 cm) SAAMI test barrel 
 
 Velocity: 3115 ft/sec (949 m/s) nominal at 15 ft (4.6 m) 

Fired in a 24.0 inch (61.0 cm) SAAMI test barrel 
 
 Energy: 1185 ft-lb (1607 joules) 
 
 Pressure: 55,000 psi max. average (3792 bars) 
 
 Waterproofing: Lacquer applied to primer annulus and Black Lucas applied to mouth of case 
 

RA223SF

REF. WI599

NOMINAL DIMENSIONS SHOWN

BULLET

LACQUER APPLIED TO
ANNULUS OF PRIMER

.375 (9.53)

BLACK LUCAS APPLIED TO MOUTH
OF CASE BEFORE LOADING

2.175 (55.25)

.2240 (5.69)

 
 
 
INFORMATION PUBLISHED HEREIN IS SUBJECT TO CHANGE AT MANUFACTURER’S DISCRETION WITHOUT NOTICE. 
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